JTDX/WSJITX SETTING

# Settings

General Radio Audio Sequencing = Tx Macros

-

Rig: | Icom IC-705 1 ¥ | Poll Interval: 1 s —

CAT Control

Serial Port: COM11

2 A

Serial Port Parameters

Baud Rate: | 19200 3 v

Data Bits

® Default 4 Eight

Seven

Stop Bits
® Default S One Two
Handshake

® Default 6
XON/XOFF

None

Hardware
Force Control Lines

7 DTR:  Low v | RTS: |Low v

? X
Reporting Frequencies Notifications Filte ¢ »
On O0ff Rig pow S meter Output powe:
PTT Method
Yox DTR
® CAT 8 RIS
Port: |COM37
Transmit Audio Source
Rear/Data ®) FrontMic
Mode
None USB ® Data/Pkt 9
Split Operation
None Rig ® Fake It 10
Tx delay: 0.1s -
0K Cancel

Rig: Icom IC-705

Baud Rate: 19200

Data Bits: Default

Stop Bits: Default
Handshake: Default
DTR/RTS: Low

PTT Method: CAT

Mode: Data/Pkt

10.Split Operation: Fake It
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Note:
G90/G90S Fw version >= 1.8
G106/G106C Fw version >= 1.3

Port: Depending on your computer
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